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On October 6, 1961 

workers are setting 

forms for a boat 

ramp.   It will be put 

to good use when 

the rising waters of 

Hartwell Lake, seen 

in the background, 

reach normal pool 

of 660.0.  The 

dotted line 

represents the 

approximate 

location of the water 

at full pool.   You 

are afforded an 

excellent view of 

what the lake 

bottom looked like 

before the reservoir 

formed. 

Courtesy the U.S. Army Corps of Engineers, Savannah District 



 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

  

On September 17, 

1952 you are 

looking at the 

Lightwood Log 

Creek railway 

looking north or 

downstream.    This 

railway bridge will 

be relocated to 

higher ground to 

avoid being 

inundated by 

Hartwell Lake. 

Courtesy the U.S. Army Corps of Engineers, Savannah District 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

[Type a quote from the document or the summary of an 
interesting point. You can position the text box anywhere 
in the document. Use the Text Box Tools tab to change the 
formatting of the pull quote text box.] 

On December 1, 

1960 work on the 

upper diversion dam 

at Clemson College 

is underway.  When 

engineers are ready  

the river  seen in the 

background,  

running left to right 

through the 

earthwork, will be 

blocked  off  by 

dumping earth into 

the  stream.  This 

will force  the 

Seneca River 

through a diversion 

channel (located left 

out of frame)  which 

was  created to 

carry the rerouted 

river around the 

sch�R�R�O�¶�V���S�U�R�S�H�U�W�\.    

The old U.S. 

Highway 123 

Bridge that will be 

relocated can be 

seen in the 

background.   

Courtesy the U.S. Army Corps of Engineers, Savannah District 


