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On April 16, 1959 

workers are 

transporting three-

yard buckets of 

concrete via a trestle 

system to the 

concrete block 

construction site.  

Railway cars 

stacked with the 

buckets filled with 

chilled concrete are 

being brought in 

and moved out in a 

continuing process  

to construct the 

dam.   A crane that 

moves along a steel  

bridge running the 

width of the dam 

construction site 

transports the 

buckets to the 

desired pour.    

Courtesy the U.S. Army Corps of Engineers, Savannah District 



 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

The future Hartwell 

Dam site on 

September 29, 

1955.  You view is 

downstream  and 

the river stream 

seen at upper 

middle background 

is now part of the 

Richard B. Russell 

Lake.  The dotted 

lines represent the 

approximate 

location of the dam 

in about five years.   

The future site of 

Hartwell Dam and 

the Georgia Quarry 

on September 29, 

1955.  Your view is 

downstream  and 

the river seen at 

upper middle 

background is now 

part of the Richard 

B. Russell Lake 

which will not be 

created for another 

30 years.  The 

trapezoid  dotted 

lines represent the 

approximate 

location of the 

future dam.  The 

oval dotted lines are 

the approximate 

location of the 

quarry which 

provided the 

aggregate needed 

for concrete and rip-

rap used in the 

construction 

process.   

Courtesy the U.S. Army Corps of Engineers, Savannah District 



 

 

 

 

 

 

 

 

 

�2�Q�H���R�I���W�K�H���G�D�P�¶�V��
huge intake gates is 

being fabricated at 

the Nashville 

Bridge Company  

on October 12, 

1959.   The gates 

are designed to 

close off the intake 

opening on the lake 

side of the dam.   

Courtesy the U.S. Army Corps of Engineers, Savannah District 


